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Digital Combination Lock

Colour Options

Black

Other colours are available.

Please contact us for more
information




Digital Combination Lock

Technical Data

Material Zinc alloy

Input Voltage DC3V

Battery 1 x CR2450 lithium battery
Service life 30,000 locking cycles
Static Power <35uA

Dynamic Power <200mA

Use condition - 159C~60°C

temp Humidity 5%~95%

IP Rate IP65

Features

ALL Metal Lock
Horizontal & Vertical Models

Easy to setup / Change Code Easy to install
Master Key for Emergency Opening  Recto fit existing Punch Hole
Option to Switch between (19x16.1)

Private and Public mode IP65 rating



Digital Combination Lock

Product Overview

Lock Body Length (mm) Screw Type Panel Thickness (mm)
M4 x 8 0-4
20.5 M4 x 12 4-8
M4 x 16 8-12
M4 x 16 8-12
30.5 M4 x 20 12-16
M4 x 24 16 - 20




Digital Combination Lock

Product Overview

Product Code Barrel Length Description Door Handing
Mii-E775SV 20.5 Vertical Orientation Universal
Mii-E750LV 30.5 Vertical Orientation Universal
Mii-E750SHRH 20.5 Horizontal Orientation  Right Hand
Mii-E750LHRH 30.5 Horizontal Orientation  Right Hand
Mii-E750SHLH  20.5 Horizontal Orientation Left Hand
Mii-E750LHLH  30.5 Horizontal Orientation Left Hand
Lock Handing
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Digital Combination Lock

Technical Drawings
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Digital Combination Lock

Technical Drawings
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Digital Combination Lock

Operators Manual

Visual & Audio Indication

Correct Operation Green Light Flash 2 times
If the interval is longer than 4
seconds, the setting process
. . ) is cancelled
Error Operation Red Light Flash 3 times /

After the first low voltage
Red light flash 3 times with the alarm, the lock can still be
beeps used more than 50 times

Low Voltage Alarm

Mode Operation

Before programming, select the most appropriate function for the application
) Private Mode or B Public Mode

Set: * --Master code-- * --32--*
(Succeed: Green light flash 2 times)

Private Mode Result: The lock will revert back to default Private Mode, factory set
user code 1111 will now work
until reprogrammed

Set: *--Master code-- * --31--*
(Succeed: Green light flash 2 times)

Result: The lock will now remain open until next user enters their
Public Mode own code into the lock as follow Step 1: Enter new user code --

Close the locker which will now be locked
Step 2: Enter user code -- The lock will now remain open until next 4
digit code is entered

Default Settings

Master code: 12344321 (8 digit code)

1
2.  Sub-Master code: (8 digit code, there is no Sub Master code set)
3. Usercode: 1111 (4 digit code)

4 Private Mode



Digital Combination Lock

Operators Manual

Master code function

e

Enter Master Code Re-locks automatically

after 4
seconds
*--master code--*--11--*--new master code----  Master code: (8 digit
IR g i new master code-- * code)
Set or change user * --master code--*--12--*--new user code--* User code: (4 digit code)
code
Delete user code * --master code--*--13--* User coderesetas 1111
Set * --master code--*--14--* --new sub-master Sub-Master code: (8
etor % .

change sub- code digit code)

master code

* - - * - - *
Delete sub-master master code 21

code

Set Public Mode --master code--*--31--

Sub-master code function

Enter sub-master code Re-locks automatically

after 4 seconds

Set or change user *--current sub-master code-- *--41--*
code --new sub-master code-- *

etor S——— A% )
change sub- sub-master code 42 new sub-master

mastér code code--*

User code function

Enter User Code

Re-locks automatically
after 4 seconds

Set or change user
g * --current user code-- *--new user code-- *




Digital Combination Lock

Operators Manual

Public Mode

Master code function

Function

Enter Master Code Re-locks automatically after
4
seconds

*--master code--*--11--*--new master code-- Master code: (8 digit code)

*
I N e I - New master code--

Set or change user * --master code--*--14--*--new user code--*  User code: (4 digit code)
code

* __ % __ __*
Delete sub-master master code 21

code

* - - *__ - *
Set Private Mode TEEHE EREE 2

Enter the Master Code to unlock and delete

Delete User Code the User Code

Sub-master code function

Enter sub-master code

Re-locks automatically after
4 seconds

Set or change user
code

*--current sub-master code-- *--41-- *
--new sub-master code-- *

User code function

Enter user code

Re-locks automatically after
4 seconds

After entering the code, the

Sl sk lock locks automatically

Enter any 4 digit code



Digital Combination Lock

User Guide

Public Mode

USER INSTRUCTIONS

Public Mode

Digital Combination Lock

TO LOCK

Place your belongings into the
locker and close the door.

®OOC!

Turn the handle to the locked
position.

}.Ie

ENTER your own personal 4

@ digit code e.g. 1234

% The Lock is now locked

_63_
C ¢

- TO UNLOCK

9| RE-ENTER your personl 4 digit

@ Code e.g. 1234

The lock is now unlocked
( ; Turn the handle to the unlocked

position and Retrieve belongings




Digital Combination Lock

Operators Manual

Additional Functions

1. Password protection

Entering incorrect codes 5 times will cause the lock to shutdown for 20 seconds

2. Emergency unlocking

a. Use a small magnet to remove the protective metal cover plate and insert the key to
unlock the lock (pic 1)

b. Emergency key unlocking still retains the setting state before unlocking

3. Initialize

Set the code **--master code-- ** . The lock will initialize, then Initial master code is
12344321 Initial user password is 1111, other storage Settings will be cleared

Pic 1
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